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RIGID COUPLING

PVC CONDUIT
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MAIN SERVICE DISCONNECT

REQUIRED OUTSIDE AT THE

METER LOCATION.

METER LOCATION SHALL BE

APPROVED BY LEHI CITY POWER

CONTRACTOR SHALL COMPACT

TRENCH AND BACK FILL  TO 95%

SECONDARY

JUNCTION BOX

(NORDIC PSP-151530 MG)

OR TRANSFORMER

ANCHOR RISER CONDUIT TO

CONCRETE FOUNDATION WALL.

ANCHORS SHALL BE 3" PIPE

CLAMP TO  6" MIN UNI-STRUT

WITH (2) 

5

16

" DIA. ANCHORS WITH

2-1/2 "  EMBEDMENT. (MIN) 1

ANCHOR SHALL REMAIN ABOVE

FINISHED GRADE, AND 1

ANCHOR SHALL BE 2' BELOW

THE OTHER.

METAL CONDUIT

INSTALLED BELOW GRADE

SHALL BE PROTECTED

FROM CORROSION BY AN

APPROVED COVERING OF

PVC TAPE.

RMC LONG-SWEEP

ELBOW

3" DIA. RMC

CONDUIT

BLOCK AS

REQ'D FOR

VENEER

PONY WALL FOR

CONSTRUCTION POWER
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CONNECT RISER CONDUIT TO

METER BASE WITH HUB
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UNDERGROUND SERVICE

100-400 AMP (1 PHASE)

CONSTRUCTION POWER  SERVICE

REQUIREMENTS & STANDARDS

3.2.1

REV.  0.00
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